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PRODUCT:  TES 150 DDC  CONVERTER   
(Voltage Conversion/Isolation :Application): Constant Current, Constant Voltage (CCCV) 

CUSTOMER SPECIFICATION SHEET:  For quoting please complete the part number box at bottom of sheet using codes as indicated. 

 WARRANTY:  2 Years 

    Warranty void if product not working within the environmental specifications.  (e) 
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Line No. Code Product Options Ext. Part No. 

1 (e) 

 

 

 

Rack Mounted Cassette   RMC 

 

 Electrical Safety:  AS/NZ60335 CONDITION LIMITS 2 

 

 

 

Electrical Safety:  Earth Continuity 

Electrical Safety:  Electrical Strength 

Electrical Safety:  Insulation Resistance 

25 Amps for 2 Secs 

2500 vRms/2S 

500 VDC 

<0,1 Ohm 

No Flashover 

>1 Megohm 

3  

4 

5 

26 

27 

28 

 

 

Weight 

Chassis 

Dimensions:   

 

 

1 Kg 

Alodine or Powder Coated 

For Rack Mount 

 

For factory setting, indicate output voltage and current.   Please leave boxes blank if options not required.  

Manufacturer’s Disclaimer:  The Manufacturer reserves the right to change product specification without notice. 

Line No. Model Input Voltage 

Nominal (V) 

Input Voltage 

Range (V) 

Output Voltage 

Nominal (V) 

Output Voltage 

Range (V) 

Output Current 

Nominal (A) 

Output Current 

Range (A) 

6 TES-0001 75  51-138 24 20-35 5 0-5 

7 TES-0002 75 51-138 24 20-35 2.5 0-2.5 

8 TES-0003 75 51-138 12 10-15 10 0-10 

9 TES-0004 75 51-138 12 10-15 4 0-4 

10 TES-0005 75 51-138 48 45-54 1.5 0-1.5 

11 TES-0006 50 40-63 12 10-15 8 0-8 

12 TES-0008 24 20-35 12 10-15 10 0-10 

13 TES-0009 48 40-63 24 20-35 5 0-5 

Code PARAMETERS CONDITION RANGE Line No. 

 

 

 

 

 

 

 

 

 

 

Tolerance:  All values on specification are subject to 1.5% variation 

Efficiency 

DC Battery Draw No Load 

Temperature Rated Continuous (Convection Airflow) 

Clearance top and bottom >50°C forced air cooling required. 

Input Current 

Input Transient Protected  -  limited 

Output Voltage Regulation:  Over full input voltage range 

Output Power 

Overload Protection 

Input/Output Isolation 

Output Connection 

Input Connection 

 

92% 

<1 mA 

50°C 

> 80mm 

5 Amps max. 

YES 

<0,05% 

150 Watts 

Continuous at rated current 

2500 VAC rms 

H15 

H15 

 

 

 

 

 

 

 

 

 

 

 

15Amp 

15Amp 

14 

15 

16 

17 (e) 

18 

19 (e) 

20 

21 

22 

23 (e) 

24 (e) 

25 

Rack Mounted Cassette 

Width:  50mm 

Depth:  180mm 

Height:  110mm 


